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Figure 6mm: Additional Mitigation – Completed Proposed Development with Existing Surrounds and Proposed 
Landscaping – 3D West Aspect 
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Figure 6nn: Additional Mitigation – Completed Proposed Development with Existing Surrounds and Proposed 
Landscaping – 3D North Aspect 
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Figure 6oo: Additional Mitigation – Completed Proposed Development with Existing Surrounds and Proposed 
Landscaping – 3D South Aspect 
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APPENDIX A PUBLISHED ENVIRONMENTAL CRITERIA 

A.1 Wind Effects on People 

The acceptability of wind in an area is dependent upon the use of the area. For example, people walking or 
window-shopping will tolerate higher wind speeds than those seated at an outdoor restaurant. Quantifying wind 
comfort has been the subject of much research and many researchers, such as A.G. Davenport, T.V. Lawson, 
W.H. Melbourne, and A.D. Penwarden, have published criteria for pedestrian comfort for pedestrians in outdoor 
spaces for various types of activities. This section discusses and compares the various published criteria. 

A.2 A.D. Penwarden (1973) Criteria for Mean Wind Speeds 

A.D. Penwarden (1973) developed a modified version of the Beaufort scale which describes the effects of 
various wind intensities on people. Table A.1 presents the modified Beaufort scale. Note that the effects listed in 
this table refers to wind conditions occurring frequently over the averaging time (a probability of occurrence 
exceeding 5%). Higher ranges of wind speeds can be tolerated for rarer events.  

Table A.1: Summary of Wind Effects on People (A.D. Penwarden, 1973) 

Type of Winds Beaufort 
Number 

Hourly Mean  
Wind Speed (m/s) Effects 

Calm 0 0 - 0.3 None 

Calm, light air 1 0.3 - 1.6 No noticeable wind 

Light breeze 2 1.6 - 3.4 Wind felt on face 

Gentle breeze 3 3.4 - 5.5 Hair is disturbed, clothing flaps, newspapers difficult to read 

Moderate breeze 4 5.5 – 8.0 Raises dust, dry soil and loose paper, hair disarranged 

Fresh breeze 5 8.0 – 10.8 Force of wind felt on body, danger of stumbling 

Strong breeze 6 10.8 – 13.9 Umbrellas used with difficulty, hair blown straight, difficult to walk 
steadily, wind noise on ears unpleasant 

Near gale 7 13.9 – 17.2 Inconvenience felt when walking 

Gale 8 17.2 - 20.8 Generally impedes progress, difficulty balancing in gusts 

Strong gale 9 20.8 – 24.5 People blown over 

 

A.3 A.G. Davenport (1972) Criteria for Mean Wind Speeds 

A.G. Davenport (1972) also determined a set of criteria in terms of the Beaufort scale and for various return 
periods. Table A.2 presents a summary of the criteria based on a probability of exceedance of 5%. 
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Table A.2: Criteria by A.G. Davenport (1972) 

Classification Activities 5% exceedance  
Mean Wind Speed (m/s) 

Walking Fast Acceptable for walking, main public accessways. 7.5 - 10.0 

Strolling, Skating Slow walking, etc. 5.5 - 7.5 

Short Exposure 
Activities 

Generally acceptable for walking & short duration stationary activities 
such as window-shopping, standing or sitting in plazas. 3.5 - 5.5 

Long Exposure 
Activities 

Generally acceptable for long duration stationary activities such as in 
outdoor restaurants & theatres and in parks. 0 - 3.5 

 

A.4 T.V. Lawson (1975) Criteria for Mean Wind Speeds 

In 1973, T.V. Lawson, while referring to the Beaufort wind speeds of A.D. Penwarden (1973) (as listed in Table A.1), 
quoted that a Beaufort 4 wind speed would be acceptable if it is not exceeded for more than 4% of the time, 
and that a Beaufort 6 wind speed would be unacceptable if it is exceeded more than 2% of the time. Later, in 
1975, T.V. Lawson presented a set of criteria very similar to those presented in A.G. Davenport (1972) (as listed in 
Table A.2). These criteria are presented in Table A.3 and Table A.4 for safety and comfort respectively. 

Table A.3: Safety Criteria by T.V. Lawson (1975) 

Classification Activities Annual Mean  
Wind Speed (m/s) 

Safety (all weather areas) Accessible by the general public. 0 – 15 

Safety (fair weather areas) Private areas, balconies/terraces, etc. 0 – 20 

 

Table A.4: Comfort Criteria by T.V. Lawson (1975) 

Classification Activities 5% exceedance  
Mean Wind Speed (m/s) 

Business Walking Objective walking from A to B. 8 - 10 

Pedestrian Walking Slow walking, etc. 6 - 8 

Short Exposure Activities Pedestrian standing or sitting for short times. 4 – 6 

Long Exposure Activities Pedestrian sitting for a long duration. 0 - 4 

 

A.5 W.H. Melbourne (1978) Criteria for Gust Wind Speeds 

W.H. Melbourne (1978) introduced a set of criteria for the assessment of environmental wind conditions that 
were developed for a temperature range of 10°C to 30°C and for people suitably dressed for outdoor 
conditions. These criteria are presented in Table A.5 and are based on maximum gust wind speeds with a 
probability of exceedance of once per year. 
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Table A.5: Criteria by W.H. Melbourne (1978) 

Classification Activities Annual Gust  
Wind Speed (m/s) 

Limit for Safety Completely unacceptable: people likely to get blown over. 23 

Marginal Unacceptable as main public accessways. 16 - 23 

Comfortable Walking Acceptable for walking, main public accessways 13 - 16 

Short Exposure Activities Generally acceptable for walking & short duration stationary 
activities such as window-shopping, standing or sitting in plazas. 10 - 13 

Long Exposure Activities Generally acceptable for long duration stationary activities such 
as in outdoor restaurants & theatres and in parks. 0 - 10 

 

A.6 Lawson Criteria (2001) for Mean Wind Speeds 

In 2001 the T.V. Lawson criteria described in Section A.4 was revised by T.V. Lawson. Details of the comfort 
criteria are presented in the table below and are based on the exceedance of the threshold wind speeds, 
occurring less than 5% of the time. This criterion defines a reasonable allowance for extreme and relatively 
infrequent winds that are tolerable within each category. 

Table A.6: Pedestrian Comfort Criteria (T.V. Lawson, 2001) 

Classification Activities 5% exceedance Mean Wind 
Speed (m/s) 

Uncomfortable 
Winds of this magnitude are considered a 

nuisance for most activities, and wind 
mitigation is typically recommended. 

>10 

Business Walking 
Relatively high speeds that can be tolerated 

if one’s objective is to walk, run or cycle 
without lingering. 

8-10  

Strolling 
Moderate breezes that would be 

appropriate for strolling along a city/town 
street, plaza, or park. 

6-8 

Standing  
Gentle breezes acceptable for main 

building entrances, pick-up/drop-off points 
and bus stops 

4-6  

Sitting 
Light breezes desired for outdoor restaurants 

and seating areas where one can read a 
paper or comfortably sit for long periods 

0-4 
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Details of the safety criteria are presented in the table below and are based on exceedance of 0.023% of the 
threshold wind speeds, occurring annually. 
 

Table A.7: Pedestrian Safety Criteria (T.V. Lawson, 2001) 

Classification Activities Threshold Mean Wind Speed (m/s) 

Unsafe for Frail 
Frail members of the public and cyclists will 
find the conditions challenging and will be 

at risk of being blown over.  
15 

Unsafe for All 
All members of the public and cyclists will 

find the conditions challenging and will be 
at risk of being blown over.  

20 

 

A.7 Comparison of the Published Wind Speed Criteria 

W.H. Melbourne (1978) presented a comparison of the criteria of various researchers on a probabilistic basis. 
Figure A.1 presents the results of this comparison and indicates that the criteria of W.H. Melbourne (1978) are 
comparatively quite conservative. This conclusion was also observed by A.W. Rofail (2007) when undertaking 
on-site remedial studies. The results of A.W. Rofail (2007) concluded that the criteria by W.H. Melbourne (1978) 
generally overstates the wind effects in a typical urban setting due to the assumption of a fixed 15% turbulence 
intensity for all areas. It was observed in A.W. Rofail (2007) that the 15% turbulence intensity assumption is not real 
and that the turbulence intensities at 1.5m above ground is at least 20% and in a suburban or urban setting is 
generally in the range of 30% to 60%. 

 

 

Figure A.1: Comparison of Various Mean and Gust Wind Environment Criteria,  
assuming 15% turbulence and a Gust Factor of 1.5 (W.H. Melbourne, 1978) 
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APPENDIX B DATA ACQUISITION 

The wind tunnel testing procedures utilised for this study were based on the Wind Microclimate Guidelines for 
developments in the City of London and the guidelines set out in the Australasian Wind Engineering Society 
Quality Assurance Manual (AWES-QAM-1-2019), ASCE 7-16 (Chapter C31), and CTBUH (2013).  The wind speed 
measurements for the wind tunnel study are determined as coefficients using data acquired by either Dantec 
hot-wire probe anemometers or pressure-based wind speed sensors and converted to full-scale wind speeds 
using details of the regional wind climate obtained from an analysis of directional wind speed recordings from 
the local meteorological recording station(s). 

 

B.1 Measurement of the Velocity Coefficients 

The study model and proximity model were setup within the wind tunnel which was configured to the 
appropriate boundary layer profile, and the wind velocity measurements are monitored using either Dantec 
hot-wire probe anemometers or pressure-based wind speed sensors at selected critical outdoor locations. The 
wind velocity results presented in this study for each study point are representative of wind at a full-scale height 
of approximately 1.5m above ground/slab level. In the case of the Dantec hot-wire probe anemometers, the 
support of the probe is mounted such that the probe wire is vertical as much as possible to ensure that the 
measured wind speeds are independent of wind direction along the horizontal plane. In addition, care was 
taken in the alignment of the hot-wire probe wire and in avoiding wall-heating effects. 

Wind speed measurements were made in the wind tunnel for the wind directions described within this report. 
Data was acquired for each wind direction using a sample rate of 1024Hz. The sample length was determined 
to produce a full-scale sample time that is sufficient for this type of study. In the case of the pressure-based wind 
speed sensors, the phase lag between the various channels where data is acquired simultaneously is within 10% 
of a typical pressure cycle, and the signal is low-pass filtered at 500Hz and then digital filtering is applied over this 
range to provide an unbiased response from the pressure measurement system (A.W. Rofail, 2004).   

The mean, gust and standard deviation velocity coefficients were determined from the data acquired in the 
wind tunnel. The gust velocity coefficients were also derived for each wind direction from by the following 
relation: 

B.1 

where:  

is the gust velocity coefficient. 

is the mean velocity coefficient. 

is the peak factor, taken as 3.0 for a 3-sec gust and 3.4 for a 0.5-sec gust. 

is the standard deviation of the velocity coefficient measurement. 
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In the case of a Dantec hot-wire probe anemometer, the velocity coefficient is obtained as follows: 

B.2 

where: 

is the velocity coefficient measurement obtained from the Dantec hot-wire probe 
anemometer at the study point location. 

is the velocity coefficient measurement obtained from the Dantec hot-wire probe 
anemometer at the free-stream reference location at 200m height upwind of the model in 
the wind tunnel. 

However, in the case of the pressure-based wind speed sensors, these are determined from the measured 
differential mean, standard deviation and maximum pressure coefficients obtained from the wind speed sensor. 
For this analysis all calculations are performed on the square root of the differential pressure measurements. The 
velocity coefficient at the pressure-based wind speed sensor location is then calculated as follows: 

B.3 

where:  

is the velocity coefficient measurement at the study point location. 

is a calibration coefficient for the pressure-based wind speed sensor. 

is a calibration coefficient for the pressure-based wind speed sensor. 

is the differential pressure obtained from the pressure-based wind speed sensor at the 
study point location. 

is the wind speed at the free-stream reference location of 200m height (full-scale) in the 
wind tunnel, which is determined directly in the wind tunnel using a pitot static probe. 

 

B.2 Calculation of the Full-Scale Results 

The full-scale results determine if the wind conditions at a study location satisfy the designated criteria of that 
location. More specifically, the full-scale results need to determine the probability of exceedance of a given 
wind speed at a study location. To determine the probability of exceedance, the measured velocity 
coefficients were combined with a statistical model of the local wind climate that relates wind speed to a 
probability of exceedance. Details of the wind climate model are outlined in Section 4 of the main report. 

The statistical model of the wind climate includes the impact of wind directionality as any local variations in 
wind speed or frequency with wind direction. This is important as the wind directions that produce the highest 
wind speed events for a region may not coincide with the most wind exposed direction at the site. 
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The methodology adopted for the derivation of the full-scale results for the maximum gust and the GEM wind 
speeds are outlined in the following sub-sections. 

 

B.3 Maximum Gust Wind Speeds 

The full-scale maximum gust wind speed at each study point location is derived from the velocity coefficient 
using the following relationship: 

B.4 

where:  

is the full-scale wind speed at the study point location. 

is the full-scale reference wind speed at the study reference height. This value is determined 
by combining the directional wind speed data for the region (detailed in Section 4) and 
the upwind terrain and height multipliers for the site (detailed in Section 3). 

is the hourly mean terrain and height multiplier at the free-stream reference location of 
200m height. 

is the hourly mean terrain and height multiplier at the study reference height (Section 4). 

is the velocity coefficient, obtained from either Equation B.2 (in the case of Dantec hot-wire 
probe anemometers) or Equation B.3 (in the case of pressure-based wind speed sensors). 

The value of  varies with each prevailing wind direction. Wind directions where there is a high probability 

that a strong wind will occur have a higher directional wind speed than other directions. To determine the 
directional wind speeds, a probability level must be assigned for each wind direction. These probability levels 
are set following the approach used in AS/NZS1170.2:2011, which assumes that the major contributions to the 
combined probability of exceedance of a typical load effect comes from only two 45-degree sectors.  

 

B.4 Maximum Gust-Equivalent Mean Wind Speeds 

The contribution to the probability of exceedance of a specified wind speed (i.e.: the desired wind speed for 
pedestrian comfort, as per the criteria) was calculated for each wind direction. These contributions are then 
combined over all wind directions to calculate the total probability of exceedance of the specified wind speed. 
To calculate the probability of exceedance for a specified wind speed a statistical wind climate model was 
used to describe the relationship between directional wind speeds and the probability of exceedance. A 
detailed description of the methodology is given by T.V. Lawson (1980).  

The criteria used in this study is referenced to a probability of exceedance of 5% of a specified wind speed. 
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APPENDIX C VELOCITY AND TURBULENCE INTENSITY 
PROFILES 
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APPENDIX D MEASURED VELOCITY COEFFICIENTS 
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3.12

0.06%

4.05

GEM Velocity Coefficients

Results for P6
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0.31%
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GEM Velocity Coefficients

Results for P7
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1.15%
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4.653.70
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0.34%

3.82

0.15%

4.12

GEM Velocity Coefficients

Results for P8
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0.15%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.00%

1.57%

< 0.001%

< 0.001%

8.65

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 8.56

9.08

7.80

0.15%

0.09%

4.29

4.17

4.80

4.553.61

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

< 0.01%

3.29

< 0.01%

3.80

GEM Velocity Coefficients

Results for P9

< 0.01% 3.41

< 0.01%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.05%

0.04%

< 0.001%

< 0.001%

7.99

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 10.59

10.550.52%

0.52%

5.65

5.644.45

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.03%

0.04%

4.45

GEM Velocity Coefficients

Results for P10

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0012%

< 0.001% 10.94

11.61

8.84

5.29%

3.63%

4.67

4.62

6.07

5.644.49

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

1.08%

3.59

0.69%

4.78

GEM Velocity Coefficients

Results for P11

0.11% 3.67

0.08%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.21%

1.04%

< 0.001%

< 0.001%

9.25

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 11.01

9.97

7.21

2.43%

4.51%

3.91

3.67

5.29

5.894.66

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.31%

2.95

0.80%

4.17

GEM Velocity Coefficients

Results for P12

0.02% 3.16

0.01%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.30%

0.21%

< 0.001%

< 0.001%

7.42

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 10.54

10.48

8.31

3.06%

3.15%

4.43

4.36

5.48

5.514.35

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.49%

3.42

0.51%

4.32

GEM Velocity Coefficients

Results for P13

0.06% 3.48

0.05%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.79%

0.69%

< 0.001%

< 0.001%

8.52

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 6.41

9.912.17%

0.08%

5.17

3.202.55

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.27%

< 0.01%

4.07

GEM Velocity Coefficients

Results for P14

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 7.30

9.74

9.97

2.29%

0.28%

5.10

5.37

5.25

3.873.02

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.25%

4.19

0.01%

4.09

GEM Velocity Coefficients

Results for P15

0.20% 4.01

0.33%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.87%

2.61%

< 0.001%

< 0.001%

9.46

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 8.37

7.58

7.19

0.34%

0.78%

3.93

3.78

4.00

4.493.51

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.02%

3.00

0.06%

3.15

GEM Velocity Coefficients

Results for P16

0.02% 3.10

0.01%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.29%

0.22%

< 0.001%

< 0.001%

7.43

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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0.0014%

< 0.001% 10.86

11.660.89%

0.56%

5.92

5.544.40

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.08%

0.04%

4.70

GEM Velocity Coefficients

Results for P17

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 9.14

9.23

7.66

0.18%

0.16%

4.17

4.08

4.90

4.843.84

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

< 0.01%

3.38

< 0.01%

3.87

GEM Velocity Coefficients

Results for P18

< 0.01% 3.43

< 0.01%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.03%

0.03%

< 0.001%

< 0.001%

7.67

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 6.04

3.98

8.01

< 0.01%

0.05%

4.07

3.97

2.03

3.312.60

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

< 0.01%

3.21

< 0.01%

1.65

GEM Velocity Coefficients

Results for P19

0.03% 3.25

0.06%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.40%

0.43%

< 0.001%

< 0.001%

7.66

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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0.0233%

0.0184% 14.72

15.09

14.20

3.92%

3.46%

7.26

7.63

7.455.77

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

25.13%

5.65

23.49%

5.93

GEM Velocity Coefficients

Results for P20

23.35%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

2.95% 0.0128%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 8.68

8.88

8.04

0.82%

0.69%

4.24

4.06

4.37

4.253.37

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.07%

3.27

0.06%

3.46

GEM Velocity Coefficients

Results for P21

0.04% 3.38

0.03%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.52%

0.44%

< 0.001%

< 0.001%

8.05

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 9.08

9.221.36%

1.29%

4.78

4.763.68

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.13%

0.11%

3.70

GEM Velocity Coefficients

Results for P22

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 8.83

8.20

5.27

0.58%

1.19%

3.03

2.57

4.18

4.763.73

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.06%

2.26

0.10%

3.32

GEM Velocity Coefficients

Results for P23

< 0.01% 2.61

< 0.01%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.05%

0.01%

< 0.001%

< 0.001%

6.05

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 8.27

8.49

6.83

0.92%

0.79%

3.61

3.53

4.58

4.503.58

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.08%

2.94

0.06%

3.61

GEM Velocity Coefficients

Results for P24

0.01% 3.00

0.01%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.16%

0.14%

< 0.001%

< 0.001%

6.89

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 8.30

8.42

9.71

0.07%

0.06%

4.84

5.05

4.45

4.443.49

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

< 0.01%

3.98

< 0.01%

3.50

GEM Velocity Coefficients

Results for P25

< 0.01% 3.84

< 0.01%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.14%

0.23%

< 0.001%

< 0.001%

9.09

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 7.32

9.08

9.74

1.53%

0.29%

4.07

5.00

4.95

3.993.16

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.19%

3.91

0.02%

3.97

GEM Velocity Coefficients

Results for P26

0.03% 3.27

0.24%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.42%

1.83%

< 0.001%

< 0.001%

7.89

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 8.96

9.43

9.71

0.15%

0.09%

6.27

4.91

4.63

4.153.50

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.17%

3.95

0.11%

3.79

GEM Velocity Coefficients

Results for P27

1.39% 4.97

0.22%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.18%

0.20%

0.0018%

< 0.001%

12.00

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 6.53

10.91

14.37

4.08%

0.10%

4.88

7.24

5.78

3.352.64

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.69%

5.71

< 0.01%

4.54

GEM Velocity Coefficients

Results for P28

0.18% 3.87

3.69%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.59%

11.73%

< 0.001%

0.0145%

9.72

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 7.36

7.34

8.05

0.24%

0.26%

4.46

4.32

3.77

3.813.00

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

< 0.01%

3.39

< 0.01%

2.97

GEM Velocity Coefficients

Results for P29

0.06% 3.51

0.04%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.77%

0.59%

< 0.001%

< 0.001%

8.37

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 6.97

7.48

6.73

0.02%

0.01%

4.64

3.68

4.02

3.833.02

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

< 0.01%

2.91

< 0.01%

3.13

GEM Velocity Coefficients

Results for P30

< 0.01% 3.65

< 0.01%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.09%

< 0.01%

< 0.001%

< 0.001%

8.62

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 7.08

7.71

9.91

0.35%

0.18%

5.18

5.22

3.85

3.462.65

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.03%

4.05

0.01%

2.92

GEM Velocity Coefficients

Results for P31

0.27% 4.06

0.30%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

2.20%

2.26%

< 0.001%

< 0.001%

10.14

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 9.04

10.12

12.90

0.35%

0.15%

5.83

6.80

5.35

4.903.88

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.41%

5.30

0.16%

4.23

GEM Velocity Coefficients

Results for P32

0.73% 4.62

2.17%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.63%

1.96%

< 0.001%

0.0044%

10.86

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 8.71

9.54

9.68

0.22%

0.10%

5.89

5.10

5.01

4.603.59

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.01%

3.99

< 0.01%

3.91

GEM Velocity Coefficients

Results for P33

0.05% 4.60

0.01%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.76%

0.25%

< 0.001%

< 0.001%

11.28

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 9.39

9.19

9.08

1.30%

1.45%

4.63

4.75

4.813.76

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.15%

3.62

0.19%

3.71

GEM Velocity Coefficients

Results for P34

0.13%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.12% < 0.001%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 7.92

8.78

8.96

0.98%

0.43%

5.35

4.67

4.56

3.953.05

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.12%

3.67

0.04%

3.60

GEM Velocity Coefficients

Results for P35

0.35% 4.22

0.14%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

2.59%

1.14%

< 0.001%

< 0.001%

10.03

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 7.60

8.02

7.86

0.55%

0.35%

5.23

4.15

4.23

3.953.15

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.05%

3.30

0.03%

3.36

GEM Velocity Coefficients

Results for P36

0.32% 4.14

0.04%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

2.37%

0.47%

< 0.001%

< 0.001%

10.14

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 6.81

8.05

7.93

0.39%

0.11%

4.81

4.15

3.97

3.412.81

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.03%

3.32

< 0.01%

3.23

GEM Velocity Coefficients

Results for P37

0.12% 3.77

0.03%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.26%

0.47%

< 0.001%

< 0.001%

8.87

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 11.39

8.67

10.50

1.00%

5.72%

3.08

5.48

4.65

6.154.87

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.11%

4.37

1.08%

3.74

GEM Velocity Coefficients

Results for P38

< 0.01% 2.56

0.46%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.05%

3.05%

< 0.001%

< 0.001%

5.94

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 7.41

8.45

8.50

0.80%

0.31%

5.03

4.62

4.48

3.963.19

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.09%

3.70

0.02%

3.65

GEM Velocity Coefficients

Results for P39

0.20% 3.98

0.10%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.78%

0.93%

< 0.001%

< 0.001%

9.53

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 1.67

4.21

7.20

< 0.01%

< 0.01%

4.27

3.91

2.21

0.910.71

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

< 0.01%

3.06

< 0.01%

1.82

GEM Velocity Coefficients

Results for P40

1.42% 3.35

0.69%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.55%

0.25%

< 0.001%

< 0.001%

8.01

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 7.22

8.13

7.49

0.45%

0.17%

4.44

4.05

4.00

3.262.93

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.07%

3.16

0.02%

3.40

GEM Velocity Coefficients

Results for P41

0.05% 3.49

0.02%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.77%

0.34%

< 0.001%

< 0.001%

8.45

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 7.73

9.18

7.97

0.16%

0.03%

4.64

4.29

4.86

3.323.01

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

< 0.01%

3.37

< 0.01%

3.90

GEM Velocity Coefficients

Results for P42

< 0.01% 3.65

< 0.01%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.10%

0.04%

< 0.001%

< 0.001%

8.75

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 7.76

8.410.81%

0.46%

4.51

4.223.33

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.07%

0.03%

3.54

GEM Velocity Coefficients

Results for P43

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 4.13

6.880.16%

< 0.01%

3.67

1.961.65

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.52%

< 0.01%

2.94

GEM Velocity Coefficients

Results for P44

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 9.12

8.911.14%

1.39%

4.72

4.863.78

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.11%

0.14%

3.70

GEM Velocity Coefficients

Results for P45

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 7.60

8.060.59%

0.38%

4.33

4.113.23

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.04%

0.02%

3.41

GEM Velocity Coefficients

Results for P46

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 10.72

8.390.73%

3.89%

4.40

5.744.48

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.07%

0.58%

3.43

GEM Velocity Coefficients

Results for P47

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 11.02

8.320.69%

4.47%

4.36

5.884.60

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

18.97%

37.68%

3.41

GEM Velocity Coefficients

Results for P48

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 8.17

8.440.83%

0.63%

4.49

4.313.37

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

23.81%

20.89%

3.52

GEM Velocity Coefficients

Results for P49

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 5.15

7.38

7.30

0.31%

0.01%

4.19

4.00

4.00

2.401.86

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.80%

3.17

0.03%

3.12

GEM Velocity Coefficients

Results for P50

1.27% 3.31

0.88%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.44%

0.30%

< 0.001%

< 0.001%

7.78

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 10.80

9.001.24%

3.82%

4.75

5.714.49

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.12%

0.60%

3.74

GEM Velocity Coefficients

Results for P51

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 8.80

8.92

7.27

1.17%

0.98%

4.18

3.97

4.71

4.513.61

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

3.01%

3.13

2.64%

3.70

GEM Velocity Coefficients

Results for P52

1.22% 3.29

0.81%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.43%

0.28%

< 0.001%

< 0.001%

7.69

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

0.0019% 12.08

9.081.18%

6.61%

4.68

6.344.99

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.11%

1.38%

3.72

GEM Velocity Coefficients

Results for P53

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 4.32

9.49

8.33

1.37%

< 0.01%

5.03

4.55

4.72

2.121.78

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.16%

3.60

< 0.01%

3.79

GEM Velocity Coefficients

Results for P54

0.19% 3.96

0.07%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.76%

0.84%

< 0.001%

< 0.001%

9.60

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 5.83

8.72

7.41

1.08%

0.04%

4.24

4.03

4.68

2.992.30

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.09%

3.19

< 0.01%

3.67

GEM Velocity Coefficients

Results for P55

0.03% 3.39

0.01%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.50%

0.32%

< 0.001%

< 0.001%

7.92

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 7.79

8.63

7.87

1.00%

0.48%

4.43

4.29

4.63

4.203.26

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.09%

3.39

0.03%

3.62

GEM Velocity Coefficients

Results for P56

0.05% 3.51

0.04%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.66%

0.54%

< 0.001%

< 0.001%

8.10

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 8.54

8.841.20%

0.94%

4.76

4.593.63

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

32.28%

29.80%

3.79

GEM Velocity Coefficients

Results for P57

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 8.27

8.731.08%

0.73%

4.69

4.443.46

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

28.86%

25.57%

3.66

GEM Velocity Coefficients

Results for P58

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 9.27

9.892.16%

1.46%

5.17

4.853.87

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.31%

0.17%

4.12

GEM Velocity Coefficients

Results for P59

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 10.25

11.154.22%

2.62%

5.81

5.334.25

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.84%

0.41%

4.63

GEM Velocity Coefficients

Results for P60

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 8.82

8.730.08%

0.10%

4.29

4.483.73

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.01%

< 0.01%

3.63

GEM Velocity Coefficients

Results for P61

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 7.69

7.55

8.51

0.27%

0.34%

3.66

4.45

3.77

3.993.22

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.02%

3.64

0.02%

3.13

GEM Velocity Coefficients

Results for P62

< 0.01% 2.91

0.10%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.14%

0.78%

< 0.001%

< 0.001%

6.74

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 9.39

9.612.20%

1.95%

5.23

5.144.09

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.31%

0.22%

4.18

GEM Velocity Coefficients

Results for P63

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 7.72

8.450.79%

0.40%

4.45

4.033.18

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.06%

0.02%

3.51

GEM Velocity Coefficients

Results for P64

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 5.96

4.96< 0.01%

0.04%

2.42

2.962.34

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

< 0.01%

< 0.01%

1.96

GEM Velocity Coefficients

Results for P65

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 7.88

9.291.47%

0.49%

4.85

4.183.28

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

26.12%

20.31%

3.80

GEM Velocity Coefficients

Results for P66

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 10.33

9.01

6.90

1.21%

2.82%

2.61

3.61

4.71

5.414.26

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

3.05%

2.78

7.27%

3.70

GEM Velocity Coefficients

Results for P67

0.04% 2.19

0.36%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

< 0.01%

0.16%

< 0.001%

< 0.001%

4.92

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 9.00

8.40

8.18

0.75%

1.25%

4.21

4.32

4.40

4.763.73

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

1.84%

3.35

3.18%

3.44

GEM Velocity Coefficients

Results for P68

1.41% 3.34

1.51%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.47%

0.63%

< 0.001%

< 0.001%

7.79

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

0.0011% 11.56

10.70

7.00

3.83%

5.42%

3.11

3.59

5.71

6.094.73

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

8.90%

2.82

13.08%

4.41

GEM Velocity Coefficients

Results for P69

0.30% 2.63

0.42%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.05%

0.18%

< 0.001%

< 0.001%

6.16

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0013%

< 0.001% 10.21

11.71

9.00

1.09%

0.39%

5.13

4.84

6.21

5.354.12

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.09%

3.89

0.02%

4.84

GEM Velocity Coefficients

Results for P70

< 0.01% 4.04

< 0.01%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.23%

0.15%

< 0.001%

< 0.001%

9.55

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 8.07

8.69

9.10

0.87%

0.54%

4.58

4.85

4.44

4.163.25

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

2.40%

3.81

1.32%

3.54

GEM Velocity Coefficients

Results for P71

2.47% 3.61

3.67%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.87%

1.39%

< 0.001%

< 0.001%

8.40

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 8.66

10.00

10.80

2.59%

0.97%

4.94

5.73

5.36

4.603.72

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.41%

4.44

0.15%

4.25

GEM Velocity Coefficients

Results for P72

0.15% 3.89

0.53%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.56%

3.89%

< 0.001%

< 0.001%

9.29

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 6.91

10.37

9.30

3.10%

0.17%

4.96

4.97

5.52

3.612.88

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.51%

3.86

0.01%

4.37

GEM Velocity Coefficients

Results for P73

0.16% 3.90

0.14%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.59%

1.61%

< 0.001%

< 0.001%

9.28

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 6.87

8.93

10.09

1.37%

0.16%

5.16

5.40

4.88

3.552.81

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.16%

4.21

< 0.01%

3.89

GEM Velocity Coefficients

Results for P74

0.25% 4.06

0.32%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

2.07%

2.73%

< 0.001%

< 0.001%

9.71

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 7.51

9.760.29%

0.03%

5.28

3.602.87

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.01%

< 0.01%

4.15

GEM Velocity Coefficients

Results for P75

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 5.73

7.12

8.73

0.01%

< 0.01%

5.15

4.56

3.74

2.932.33

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

< 0.01%

3.59

< 0.01%

2.94

GEM Velocity Coefficients

Results for P76

0.01% 4.06

< 0.01%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.25%

0.10%

< 0.001%

< 0.001%

9.68

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 8.18

9.370.19%

0.06%

5.02

4.473.54

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

< 0.01%

< 0.01%

3.96

GEM Velocity Coefficients

Results for P77

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 8.81

8.15

8.19

0.56%

1.04%

4.31

4.27

4.26

4.653.66

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.04%

3.39

0.10%

3.38

GEM Velocity Coefficients

Results for P78

0.05% 3.40

0.05%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.58%

0.60%

< 0.001%

< 0.001%

8.05

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 7.50

8.34

8.57

0.78%

0.30%

4.54

4.49

4.49

3.893.11

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.06%

3.54

0.02%

3.56

GEM Velocity Coefficients

Results for P79

0.07% 3.57

0.06%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.81%

0.86%

< 0.001%

< 0.001%

8.32

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 6.78

5.23

9.77

0.01%

0.14%

3.63

4.67

2.23

3.572.87

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

< 0.01%

3.71

< 0.01%

1.94

GEM Velocity Coefficients

Results for P80

0.01% 2.87

0.17%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.16%

1.41%

< 0.001%

< 0.001%

6.85

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 8.08

9.49

12.23

1.93%

0.57%

3.62

6.46

5.13

4.303.46

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.25%

5.13

0.05%

4.05

GEM Velocity Coefficients

Results for P81

< 0.01% 2.91

1.71%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.16%

7.32%

< 0.001%

0.0022%

6.91

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0013%

0.0030% 12.28

11.45

11.46

0.60%

0.89%

4.25

5.42

5.47

5.834.83

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

0.06%

4.56

0.12%

4.57

GEM Velocity Coefficients

Results for P82

< 0.01% 3.38

0.07%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.05%

0.58%

< 0.001%

0.0013%

7.98

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 5.27

8.000.04%

< 0.01%

4.12

2.742.18

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

1.39%

0.04%

3.27

GEM Velocity Coefficients

Results for P83

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 8.89

8.490.08%

0.12%

4.53

4.763.75

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

28.73%

31.93%

3.58

GEM Velocity Coefficients

Results for P84

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 8.82

9.640.23%

0.11%

4.90

4.473.59

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

4.44%

2.57%

3.92

GEM Velocity Coefficients

Results for P85

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 6.47

8.730.10%

< 0.01%

4.51

3.362.66

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

21.13%

7.06%

3.57

GEM Velocity Coefficients

Results for P86

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 9.22

11.17

14.90

0.66%

0.16%

7.86

5.71

4.734.00

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

39.23%

6.26

25.42%

4.75

GEM Velocity Coefficients

Results for P87

45.54%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

4.55% 0.0206%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 8.95

9.89

14.87

0.30%

0.13%

7.68

5.29

4.793.95

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

8.20%

6.07

4.61%

4.34

GEM Velocity Coefficients

Results for P88

28.27%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

4.02% 0.0202%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 8.87

9.86

10.60

0.24%

0.09%

5.49

5.05

4.423.66

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

34.55%

4.36

22.49%

4.09

GEM Velocity Coefficients

Results for P89

38.60%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.45% < 0.001%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 9.74

10.08

11.80

0.35%

0.24%

6.36

5.30

4.903.86

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

32.18%

5.01

20.64%

4.17

GEM Velocity Coefficients

Results for P90

40.74%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.21% 0.0014%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0029%

< 0.001% 10.53

12.48

15.88

1.57%

0.53%

8.36

6.58

5.714.53

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

18.61%

6.57

10.47%

5.23

GEM Velocity Coefficients

Results for P91

30.46%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

6.27% 0.0388%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 9.26

10.15

14.54

0.42%

0.19%

7.63

5.56

4.934.00

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

9.24%

6.01

5.00%

4.43

GEM Velocity Coefficients

Results for P92

27.76%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

3.87% 0.0160%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 8.96

9.90

10.82

0.29%

0.12%

5.76

5.23

4.583.69

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

6.03%

4.51

3.13%

4.13

GEM Velocity Coefficients

Results for P93

10.21%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.60% < 0.001%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0030%

0.0058% 13.22

12.53

13.56

1.58%

2.12%

7.07

6.56

6.865.45

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

17.21%

5.54

17.84%

5.19

GEM Velocity Coefficients

Results for P94

23.85%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

2.51% 0.0077%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0052%

0.0069% 13.42

13.09

13.13

1.95%

2.18%

6.68

6.74

6.875.47

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

15.99%

5.33

16.14%

5.35

GEM Velocity Coefficients

Results for P95

14.56%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.86% 0.0055%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

0.0012% 11.68

10.35

10.60

0.40%

1.10%

5.19

5.33

6.265.06

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

7.88%

4.41

16.56%

4.48

GEM Velocity Coefficients

Results for P96

6.83%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.42% < 0.001%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0158%

0.0134% 14.28

14.51

14.38

3.50%

3.14%

7.42

7.48

7.335.88

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

20.62%

5.95

19.66%

5.99

GEM Velocity Coefficients

Results for P97

21.29%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

3.36% 0.0144%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 9.26

9.32

10.49

0.20%

0.18%

5.71

5.11

5.074.11

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

6.22%

4.56

5.95%

4.14

GEM Velocity Coefficients

Results for P98

11.02%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.52% < 0.001%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0096%

0.0064% 13.31

13.80

13.57

2.45%

2.14%

6.94

6.99

6.855.42

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

20.07%

5.54

20.22%

5.54

GEM Velocity Coefficients

Results for P99

19.13%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

2.35% 0.0079%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0020%

0.0013% 11.72

12.15

11.84

1.33%

0.96%

6.23

6.42

6.074.77

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

16.52%

4.90

12.70%

5.02

GEM Velocity Coefficients

Results for P100

15.02%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.09% 0.0014%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0071%

0.0060% 13.30

13.51

12.55

2.61%

2.35%

6.35

7.13

7.005.51

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

21.40%

4.98

20.31%

5.60

GEM Velocity Coefficients

Results for P101

15.65%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.34% 0.0034%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0246%

0.0287% 15.41

15.17

13.67

4.91%

5.15%

6.74

7.97

8.056.32

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

25.75%

5.20

25.89%

6.24

GEM Velocity Coefficients

Results for P102

13.74%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

2.07% 0.0089%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0077%

0.0048% 13.04

13.60

13.39

2.74%

1.99%

6.99

7.19

6.815.29

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

22.20%

5.51

17.13%

5.60

GEM Velocity Coefficients

Results for P103

19.43%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

2.34% 0.0066%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0034%

0.0025% 12.29

12.66

14.40

1.53%

1.10%

7.50

6.49

6.105.09

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

20.71%

6.01

16.50%

5.32

GEM Velocity Coefficients

Results for P104

26.76%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

3.55% 0.0144%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0045%

0.0032% 12.44

12.88

14.31

1.40%

0.97%

6.99

6.25

5.764.86

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

16.05%

5.65

11.26%

5.14

GEM Velocity Coefficients

Results for P105

19.69%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

2.59% 0.0139%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0220%

0.0193% 14.78

15.00

12.58

2.75%

2.51%

6.39

7.03

6.895.60

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

16.37%

5.10

15.43%

5.70

GEM Velocity Coefficients

Results for P106

18.09%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.42% 0.0033%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0052%

< 0.001% 11.04

13.05

12.76

1.76%

0.60%

6.27

6.58

5.494.39

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

17.16%

4.97

8.36%

5.23

GEM Velocity Coefficients

Results for P107

15.05%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.36% 0.0044%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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0.0091%

0.0095% 13.86

13.79

13.58

2.44%

2.52%

6.76

6.99

7.045.76

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

21.25%

5.59

21.73%

5.73

GEM Velocity Coefficients

Results for P108

18.05%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

2.04% 0.0078%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

0.0063% 13.38

11.24

12.83

0.75%

2.53%

6.63

5.90

7.105.57

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

10.98%

5.22

23.60%

4.61

GEM Velocity Coefficients

Results for P110

15.53%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.72% 0.0041%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 9.30

10.80

12.04

0.55%

0.16%

6.22

5.64

4.653.59

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

8.25%

4.86

2.74%

4.37

GEM Velocity Coefficients

Results for P111

14.65%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.14% 0.0021%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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0.0158%

0.0118% 14.13

14.52

13.91

3.50%

3.08%

7.19

7.49

7.325.74

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

23.59%

5.68

22.81%

5.89

GEM Velocity Coefficients

Results for P112

22.93%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

2.78% 0.0100%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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0.0034%

0.0027% 12.41

12.64

11.70

1.65%

1.43%

6.11

6.59

6.435.10

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

17.28%

4.83

15.73%

5.21

GEM Velocity Coefficients

Results for P113

13.47%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.99% 0.0013%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 9.99

10.61

12.00

0.44%

0.26%

6.35

5.34

4.503.51

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

6.57%

5.10

3.69%

4.27

GEM Velocity Coefficients

Results for P114

16.18%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.27% 0.0017%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 10.16

10.340.43%

0.37%

5.44

5.364.28

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

8.00%

7.36%

4.34

GEM Velocity Coefficients

Results for P115

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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0.0085%

0.0078% 13.58

13.682.48%

2.36%

7.01

6.965.56

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

17.69%

17.71%

5.60

GEM Velocity Coefficients

Results for P116

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 9.84

9.51

9.44

0.21%

0.30%

5.04

5.05

5.334.22

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

5.39%

4.04

6.86%

4.05

GEM Velocity Coefficients

Results for P117

5.29%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.19% < 0.001%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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< 0.001%

< 0.001% 6.93

8.330.07%

0.01%

4.40

3.512.87

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

2.11%

0.47%

3.52

GEM Velocity Coefficients

Results for P118

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 10.09

10.540.49%

0.31%

5.49

4.884.14

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

9.01%

5.53%

4.58

GEM Velocity Coefficients

Results for P119

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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0.0078%

0.0066% 13.16

13.401.24%

1.08%

5.96

5.774.84

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

10.76%

9.37%

4.97

GEM Velocity Coefficients

Results for P120

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 8.96

9.080.14%

0.12%

4.79

4.723.80

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

3.93%

3.65%

3.85

GEM Velocity Coefficients

Results for P121

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0075%

0.0061% 13.21

13.492.04%

1.75%

6.76

6.565.27

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

13.67%

12.28%

5.40

GEM Velocity Coefficients

Results for P122

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 10.21

10.310.29%

0.28%

4.97

5.034.16

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

6.15%

6.27%

4.15

GEM Velocity Coefficients

Results for P123

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 9.00

9.170.13%

0.11%

4.56

4.533.76

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

3.72%

3.46%

3.81

GEM Velocity Coefficients

Results for P124

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 11.02

9.520.21%

0.70%

5.03

5.884.64

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

4.81%

11.78%

3.97

GEM Velocity Coefficients

Results for P125

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 9.37

9.550.18%

0.16%

4.73

4.703.78

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

3.73%

3.52%

3.81

GEM Velocity Coefficients

Results for P126

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 10.09

10.660.49%

0.32%

5.47

5.144.13

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

8.46%

6.08%

4.38

GEM Velocity Coefficients

Results for P127

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 9.97

10.130.26%

0.22%

4.76

4.643.95

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

5.21%

4.66%

4.03

GEM Velocity Coefficients

Results for P128

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0189%

0.0169% 14.62

14.784.15%

3.90%

7.72

7.646.06

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

24.69%

23.93%

6.13

GEM Velocity Coefficients

Results for P129

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0022%

0.0019% 12.07

12.231.41%

1.25%

6.46

6.344.90

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

16.11%

14.67%

5.01

GEM Velocity Coefficients

Results for P130

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0015%

0.0012% 11.61

11.821.06%

0.92%

6.15

6.024.79

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

14.50%

13.04%

4.88

GEM Velocity Coefficients

Results for P131

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 10.74

11.050.62%

0.51%

5.70

5.574.39

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

9.51%

8.39%

4.50

GEM Velocity Coefficients

Results for P132

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 9.13

9.200.17%

0.16%

4.75

4.763.81

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

3.78%

3.69%

3.82

GEM Velocity Coefficients

Results for P133

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 10.02

10.170.39%

0.35%

5.37

5.314.28

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

7.89%

7.36%

4.35

GEM Velocity Coefficients

Results for P134

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0034%

0.0027% 12.17

12.421.02%

0.89%

5.91

5.774.75

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

12.36%

11.57%

4.85

GEM Velocity Coefficients

Results for P135

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 9.46

9.650.24%

0.21%

5.03

4.943.78

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

3.98%

3.52%

3.85

GEM Velocity Coefficients

Results for P136

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0054%

0.0086% 13.72

13.192.16%

2.65%

6.89

7.135.69

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

21.48%

22.24%

5.49

GEM Velocity Coefficients

Results for P137

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 10.55

10.710.52%

0.47%

5.56

5.504.30

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

7.97%

7.41%

4.36

GEM Velocity Coefficients

Results for P138

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 11.07

11.170.71%

0.67%

5.79

5.764.52

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

10.27%

9.99%

4.55

GEM Velocity Coefficients

Results for P139

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 8.88

8.300.07%

0.13%

4.49

4.853.81

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

2.36%

3.65%

3.57

GEM Velocity Coefficients

Results for P140

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0013%

0.0012% 11.70

11.741.07%

1.04%

6.20

6.194.87

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

14.79%

14.65%

4.89

GEM Velocity Coefficients

Results for P141

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 8.03

8.780.11%

0.05%

4.65

4.213.32

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

2.75%

1.44%

3.65

GEM Velocity Coefficients

Results for P142

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.1900%

0.2905% 20.16

19.1113.29%

16.68%

9.90

10.478.25

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

35.83%

38.95%

7.80

GEM Velocity Coefficients

Results for P143

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 9.20

9.240.16%

0.16%

4.75

4.763.77

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

3.43%

3.42%

3.77

GEM Velocity Coefficients

Results for P144

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 9.47

9.59

9.83

0.21%

0.19%

4.86

4.83

4.763.79

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

3.90%

3.87

3.68%

3.83

GEM Velocity Coefficients

Results for P145

4.19%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.25% < 0.001%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 10.64

10.79

10.82

0.42%

0.39%

5.46

5.26

5.204.35

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

8.32%

4.49

7.85%

4.39

GEM Velocity Coefficients

Results for P146

9.57%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.47% < 0.001%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 9.05

10.32

15.35

0.40%

0.12%

8.04

5.43

4.583.65

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

7.33%

6.33

2.85%

4.27

GEM Velocity Coefficients

Results for P147

25.51%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

5.12% 0.0276%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

0.0011% 11.10

11.11

11.33

0.55%

0.53%

5.35

5.32

5.344.31

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

7.15%

4.42

7.14%

4.36

GEM Velocity Coefficients

Results for P148

7.29%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.61% 0.0012%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

< 0.001%

< 0.001% 11.20

11.11

11.20

0.56%

0.68%

5.50

5.50

5.804.82

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

11.45%

4.72

13.46%

4.70

GEM Velocity Coefficients

Results for P149

11.49%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

0.59% < 0.001%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual



WG609-01- Aylesham Centre, London 20/05/2024

0.0036%

0.0030% 12.41

12.64

12.69

1.54%

1.41%

6.50

6.49

6.435.01

CONFIGURATION 3: Completed Proposed 
Development with Existing Surrounds

CONFIGURATION 4: Completed Proposed Develo

15.05%

5.08

15.19%

5.07

GEM Velocity Coefficients

Results for P150

14.79%

CONFIGURATION 1: The Existing Site with Existing 
Surrounds (the Baseline Conditions)

CONFIGURATION 2: Interim Phase of the 
Proposed Development with Existing Surrounds

Configuration

1.58% 0.0038%

Probability of 
Exceedance (%)

Summer

Velocity to Cause (m/s)  Probability of 
Exceedance (%) Velocity to Cause (m/s)  Probability of 

Exceedance (%) Velocity to Cause (m/s)

Summer Winter AnnualWinter Annual
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